D4—TYPICAL ROAD CROSS

SECTION

(NOT TO SCALE)

(CITY STREET)
(NOT TO SCALE)

1" or 13" ASPHALT WEARING COURSE
2" or 24" ASPHALT BINDER COURSE

/.

[=— WIDTH VARIES —=

TYPICAL CITY SIDEWALK CROSS SECTION

50" R.O.W.

[=— 5" MINIMUM —={
SUBLAWN

EDGE OF R.O.W.

N—

12" OF 1§
CRUSHED BANK
RUN GRAVEL

VARIABLE WIDTH

€

[e———————11" MINIMUM

5" X 18"
GRANITE
CURB

6" REVEAL

—2% SLOPE

-
T

or ,_m.. WEARING COURSE

2" or|2§” BINDER COURSE
—2% SLOPE //

11" MINIMUM ———————=

GRANITE

57 X 18"
CURB
6" REVEAL

EDGE OF R.O.W.

NOTE: THESE STANDARDS ARE TO BE CONSIDERED
AS MINIMUM REQUIREMENTS. ANY DEVIATION FROM
THESE STANDARDS WILL REQUIRE THE LACONIA

DEPT. OF PUBLIC WORKS APPROVAL.
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CLASS B CONCRETE)
(3000 psi)

114216 PM EST

8” OF 1%”
CRUSHED

16" BANK RUN GRAVEL

GRAVEL (6" minus)

!
1]

CLASS B CONCRETE)
(3000 psi)
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CITY ON THE LAKES

Department of Public Works

27 Bisson Avenue
Laconia, NH 03246

Phone: 603—528—-6379

Fax: 603—527-1298
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